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{ BARRIER CURB AND GUTTER ®
\ AS SHOWN IN PLANS. MODIFIED CURB ®
GUTTER ONLY FOR DRIVEWAYS A |
ADJACENT TO COMBINATION
CURB AND GUTTER 9.6 m_MiN,
SINGLE ADJACENT COMMERCIAL DRIVES PLAN OF COMMERCIAL DRIVEWAY
* REQUIRED 1.0 m VERTICAL CURB TRANSITION. CURB HEIGHT TO BE
TRANSITIONED TO MATCH EXISTING CURB.
NOTES:
I. MODIFIED CURB TO BE PAID FOR AS NORMAL CURB.
2. HANDICAP RAMPS WILL BE USED ON ALL URBAN PROJECTS
WHERE SIDEWALKS ARE CONSTRUCTED. (SEE HR-OI)
3. TOEWALLS, ISLANDS AND CURB AROUND EDGE OF DRIVEWAY
TO BE INCLUDED IN THE COST OF THE DRIVE.
R/W
(SEE NOTE BELOW)
R/W
_ (SEE NOTE BELOW)
3.0m . VARIES L 15m | OMN. |
i i ROADWAY @ REQUIRED 1.0 m VERTICAL CURB TRANSITION.
2.0m VARIES 25 m | O MIN.
0% GRA
3.0 m V.C.

3.0 m V.C.

TYPICAL DRIVEWAY IN

CuT

NOTE: DRIVEWAY GRADES SHOWN ARE MAXIMUM. IF R/W IS NOT.SUFFICIENT TO
CONSTRUCT DRIVEWAY, R/W AGREEMENT SHOULD BE SECURED TO PERMIT

CONSTRUCTION OF DRIVEWAY AS SHOWN.

MAXIMUM CHANGE IN GRADES IS APPROXIMATELY

12% AT CREST AND

FOR ANY COMBINATION OF GRADES WITHOUT VERTICAL CURVES. THESE MAXIMUM

GRADE CHANGES SHOULD BE AT LEAST 3.0 m

APART.

TYPICAL

11% AT SAGS

20% max
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